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In this paper, we propose a novel polarization converter (PC) based on a photonic crystal fiber (PCF) with
an anisotropic square lattice core consisting of circular air holes. Utilizing the core symmetry oriented at
a 45-degree to the principal axes, an incident polarized light beam can be completely rotated 90◦ . Simulation results by using a vectorial finite element beam propagation method show that the polarization
conversion is achieved at a device length of 119 μm. Additionally, an improved PC element that can
provide a high-consistent Gaussian-like mode distribution to decrease the splice loss with conventional
fibers has also been studied. The polarization conversion efficiency is better than 99% and the corresponding extinction ratio is better than −20dB over a wavelength range of 310 nm. © 2017 Optical Society of
America
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1. INTRODUCTION
With the development of optical communication society, the demand for high-performance optical devices is also increasing.
Polarization converters (PCs), which play an important role in
polarization diversity systems, attract the interest of many researchers, and several types of PCs have also been investigated
and proposed [1]-[7]. Initially, a PC based on multi-section
asymmetric rib waveguides was proposed [1]. However, this
kind of PC suffers from a long device length and large transition
losses between alternating sections. After that, several waveguide type PCs [3]-[7] have been designed. In order to realize the
optical axis rotation of a waveguide, some specific asymmetric
structures have been introduced, such as off-axis double cores
[3], asymmetric Si nanowire [4], bi-level tapers [5], and so on.
Photonic crystal fibers (PCFs) [8],[9], also known as microstructure fiber, are defined by a single material with a lattice
of air holes running parallel to the axis. Since the air hole shape
and position can be chosen with great flexibility, several unique
characters can be achieved by PCF, such as endless single mode,
high birefringence, absolutely single polarization transmission,
etc. [9]. In recent years, high-performance optical devices using high-birefringence PCFs have been widely investigated [10][19]. With the further study of PCF, the photonic bandgap silica
PCF with anisotropic material such as liquid crystal (LC), has

been confirmed to have a potential for polarization conversion
[13], then a number of fiber type PCs based on LC-PCF have
been investigated [14]-[16]. A high tunable PC based on soft
glass PCFs with an anisotropic cladding where air holes have
been infiltrated with nematic liquid crystal (NLC-PCF) was reported by Hameed and Obayya [14]. After that, in order to
enforce the coupling between the two fundamental polarization states, PCs with an asymmetric core have been proposed
[17],[18]. In 2011, Hameed et al. proposed a PC with an Lshaped core [17]. However, the L-shaped core produces a nonGaussian mode distribution, which makes it difficult to connect
with conventional single-mode fibers (SMFs). In 2016, Zhang
et al. proposed a novel PC element with a symmetric core distribution by using PCFs with elliptical air holes in the core [19].
The designed single-element PC can achieve almost 100% polarization conversion with a device length of 31.7 μm, and both
input and output ports have a Gaussian-like field distribution.
Moreover, a cross-talk free PC element is obtained by adopting
two single-polarization waveguides at both sides of the singleelement PC. Even the PC has a high conversion efficiency (CE),
the elliptical-hole lattice core leads to low structural tolerance.
Therefore, in order to actually apply it to the optical fiber communication system, high structural tolerance PCs should be discussed.
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Fig. 1. Cross-sectional view of square-lattice PC with only circular air holes (the core is indicated by a red dashed frame).
Fig. 3. Magnetic field distributions of the (a) Hx and (b) Hy
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Fig. 2. Hole size dependence of conversion length for the PC
in Fig. 1.

In this section, firstly, we illustrate our proposed single-element
PC. After adjusting the hole sizes, polarization conversion is
achieved at a device length of 119 μm. Then, an improved
PC structure is given to obtain a high-consistent Gaussian-like
mode distribution. The mode matching between the obtained
PC fundamental mode and Gaussian field distribution is investigated in detail. For this improved PC, the light propagation behavior, structural tolerance, and wavelength dependence have been discussed.
A. Design of PC with only circular air holes

In this research we offer two kinds of square lattice PCF
based PC elements with only circular air holes which has a symmetric core. The anisotropic property caused by the defects of
certain holes and different hole sizes in the core can be used to
realize polarization conversion. In comparison with Ref. [19],
this study mainly focuses on the design of a single-element PC
that can realize a Gaussian-like field distribution and has high
structural tolerance at the same time. In this paper, firstly, we
present our proposed PC element with a symmetric core. The
core hole size dependence of the conversion length is discussed
and a complete polarization conversion can be achieved with a
device length of only 119 μm. After that, in order to obtain a
high-consistent Gaussian-like mode distribution, an improved
PC structure is designed. The structural parameters and light
propagation behavior are discussed and illustrated in detail.
Moreover, the simulation results show that the improved PC
has large structural tolerance and wide wavelength bandwidth
corresponding to a high CE. According to the current PCF manufacturing process, square lattice PCFs can be produced by using the stack and draw fabrication [20]. Therefore, we believe
that our proposed PC element has the potential to be put into
production and application in the future. In this paper, the fullvectorial finite element method (FV-FEM) [21] and finite element beam propagation method (FE-BPM) [22] have been used
to estimate the effective index of the waveguide and the light
propagation behavior, respectively.

A cross-sectional view of our proposed single-element PC is
shown in Fig. 1. All of the air holes are arranged in a square
lattice pattern, and the core represented by a red dashed box is
symmetric with respect to y = x. With the defects of certain air
holes and different hole sizes which are expressed using d2 and
d3 , an anisotropic core is achieved. Two hybrid modes which
are polarized in the ±45◦ direction with respect to x-axis can
be transmitted in this PC with different effective indices, then
polarization conversion may occur. In this study, the modal hybridness is defined as the non-dominant to dominant field ratio
[15]:
 
Hybridness = max  Hμ  /max | Hν | ,
(1)
where μ and ν are x and y for x-polarized mode while y and x
for y-polarized mode, respectively. Moreover, Hx and Hy represent the amplitudes of field components. According to the coupled mode theory, the minimum longitudinal distance at which
the maximum polarization conversion occurs is referred to as
the conversion length Lc and it can be calculated by
Lc =

0.5λ
neff,1 − neff,2

(2)

where neff,1 and neff,2 represent the effective refractive indices
of the fundamental and 1st -higher-order modes, respectively.
The basic structural parameters are set as follows: the square
lattice pitch is Λ = 0.5 μm, the diameter of cladding air holes is
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Fig. 6. Fundamental mode distributions (Hy component)
of PC in Fig. 1 with different core hole sizes (a) (d2 , d3 ) =
(0.6Λ, 0), (b) (d2 , d3 ) = (0.8Λ, 0), (c) (d2 , d3 ) = (0.6Λ, 0.5Λ),
(d) (d2 , d3 ) = (0.8Λ, 0.5Λ).
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Fig. 4. Propagation behavior of an x-polarized incident light in
the PC with Lc = 119 μm.

Table 1. The MMR of each fundamental mode with an appropriate Gaussian field distribution (w represents spot size for
each Gaussian distribution) and the corresponding conversion length Lc .
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Fig. 5. Normalized power variation of the x-polarized incident
light against the propagation distance.

d1 = 0.88Λ, the wavelength is set to λ = 1.55 μm, the refractive
indices of silica and air are set to n1 = 1.45, n2 = 1, respectively.
Since there are two kinds of air holes in the core (the respective diameters are d2 and d3 ), we set d2 > d3 to confine light at
the center of PC. The core hole size dependence of conversion
length is shown in Fig. 2. We can see that the PC has a relatively
short conversion length with large d2 and small d3 . This is because with a large hole size difference between d2 and d3 , the
core birefringence is enhanced and polarization conversion can
be achieved within a short device length. For example, if the
core hole sizes are set to d2 = 0.8Λ and d3 = 0, then the corresponding conversion length is Lc = 119 μm. The magnetic field
distributions of Hx and Hy components of for the two hybrid
modes (fundamental and 1st -higher-oder modes) obtained by
using the FV-FEM are shown in Figs. 3(a) to (d). It is observed
that the field profiles of the dominant and non-dominant components of each mode are very similar. The maximum normalized value of Hx is 0.99998, based on the maximum value of

the dominant component Hy for the fundamental mode. Similarly, the hybridness of the 1st -higher-order mode is 0.99998.
Figure 4 shows the BPM simulated light propagation through
this PC element. Here, the longitudinal step size is set to 1 μm,
and the computational region of 6.25 × 6.25 μm is discretized
using curvilinear hybrid edge/nodal elements [21]. An adaptive mesh [22] is used and the total unknowns are 229,990. It
can be seen that an x-polarized incident light is completely converted into the y-polarized light. The power conversion along
the axial direction between the two modes is given in Fig. 5, the
incident light component is almost completely converted into
the y-polarization at z = 119 μm. However, since both of the
two modes exist in the same waveguide, we should consider
the extinction ratio (ER) of PC:
ER = 10 log10

Output power of x-polarized mode
.
Output power of y-polarized mode

(3)

The BPM simulation result shows that the CE is 99.9%, and ER
is −32.5dB at λ = 1.55 μm.
B. Improved PC

In the previous subsection, a PC with an anisotropic lattice of
circular air holes has been designed, and polarization conversion can be achieved within a short device length. However, according to the BPM simulation result, we note that an oblique
elliptical mode distribution exists at the input and output ports
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Fig. 7. Cross-section view of an improved PC.
Fig. 9. Fundamental mode distributions (Hy component) of
PC in Fig. 1 with different core hole sizes (a) (d1 = d2 , d3 ) =
(0.5Λ, 0), (b) (d1 = d2 , d3 ) = (0.6Λ, 0), (c) (d1 = d2 , d3 ) =
(0.7Λ, 0), (d) (d1 = d2 , d3 ) = (0.5Λ, 0.4Λ), (e) (d1 = d2 , d3 ) =
(0.6Λ, 0.4Λ), (f) (d1 = d2 , d3 ) = (0.7Λ, 0.4Λ).
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Table 2. The MMR of each fundamental mode with an appropriate Gaussian field distribution (w represents spot size for
each Gaussian distribution) and the corresponding conversion
length Lc .

Fig. 8. Hole size dependence of conversion length for the PC

in Fig. 7.
which may cause a large insertion loss with conventional fibers.
Therefore, taking into account the applicability of the PC in an
optical communication system, it is necessary to improve the
geometry of device and optimize the structural parameters to
obtain a Gaussian-like mode distribution. In this study, we measure the mode matching ratio (MMR) between the fundamental mode and a Gaussian field distribution using the following
overlap integral:


 φ( x, y) g( x, y)dxdy2
MMR = 
(4)

|φ( x, y)|2 dxdy | g( x, y)|2 dxdy
where φ( x, y) is the field distribution of fundamental mode, the
Gaussian field distribution is represented by the g( x, y) which
is set to be g( x, y) = exp(−( x2 + y2 )/δ2 ), and δ is the standard deviation of g( x, y). Moreover, the spot size of a Gaussian
field distribution (illustrated by w) is the diameter at which the
light intensity | g|2 drops to 1/e of√its maximum value. The spot
size can be calculated by w = 2 2δ. The maximum value of
MMR between an obtained fundamental mode and an appropriate Gaussian field distribution can be obtained by adjusting
the value of δ.
Figures 6 (a)-(d) illustrate the magnetic field distributions
of fundamental mode (PC in Fig.
1) with (d2 , d3 ) =
(0.6Λ, 0), (0.8Λ, 0), (0.6Λ, 0.5Λ) and (0.8Λ, 0.5Λ), respectively.
Additionally, Table 1 illustrates the maximum MMR of each
fundamental mode with an appropriate Gaussian field distribution (the corresponding spot size w/Λ is illustrated under each
MMR) and the corresponding conversion length. We note that
although the PCs with a large d2 have a short conversion length,
the corresponding MMRs are relatively low. Moreover, a small
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d3 in the core leads to a short conversion length, however, the
mode shape spreads along the oblique direction. Consequently,
we consider removing an air hole at the center of core to improve the mode shape while maintaining a large anisotropic
property.
The improved PC structure is illustrated in Fig. 7. The
core without a center air hole not only suppresses the oblique
field spreading but also reduces the reflection loss at the butt
connection. In order to achieve Gaussian-like mode distribution, we reduce the effective index difference between the
core and cladding region by setting the hole sizes to d1 =
d2 . The hole size dependence of conversion length is shown
in Fig. 8. Since the core birefringence is in proportion to
the hole size difference between d2 and d3 , for a fixed d3 ,
PC with larger hole sizes d2 has a large birefringence and
a short conversion length. For a small d2 , the conversion
length has a significant variation with different d3 . Especially, for d3 = d2 , the core is isotropic and the conversion
length is infinite. Here, we illustrate the magnetic field distribution of the fundamental modes with (d1 = d2 , d3 ) =
(0.5Λ, 0), (0.6Λ, 0), (0.7Λ, 0), (0.5Λ, 0.4Λ), (0.6Λ, 0.4Λ), and
(0.7Λ, 0.4Λ), respectively, as shown in Figs. 9 (a)-(f). Table 2
shows the MMR of each fundamental mode with an appropriate Gaussian field distribution (w/Λ is the corresponding spot
size) and the corresponding conversion length. For d3 = 0,
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Fig. 10. Propagation behavior in the PC with Lc = 745 μm.
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the PC has a high MMR with a smaller d1 and d2 , however,
due to the weak light confinement and low core birefringence,
the PC has a longer conversion length. On the contrary, by
adopting d3 = 0.4Λ, the oblique field distribution can be suppressed and a higher MMR is obtained. The BPM simulated
light propagation behavior of the PC with d1 = d2 = 0.6Λ
and d3 = 0.4Λ is illustrated in Fig. 10. The calculated conversion length is Lc = 745 μm. Here, the longitudinal step size
is set to 1 μm, the computational region is still 6.25 × 6.25 μm,
and the total unknowns are 342,027. When an x-polarized light
beam is launched into the PC, it completely converts into the
y-polarized light at z = Lc . Additionally, Fig. 11 gives the
power conversion along the axial direction between the two
modes. At z = Lc , the CE is 99.9% and the corresponding
ER is −32.4dB. Additionally, the insertion loss (IL) is defined
as IL(dB) = −10log10 ( Py /Pinput ) with Pinput being the input
power and Py being the power of input y-polarized component [7]. The calculated IL is 0.004dB. By contrast with BPM
simulated results in the previous subsection, a high-consistent
Gaussian-like mode is achieved.

C. Structural Tolerance and Wavelength Dependence

So far, we have designed a simple-element section PC element
with only circular air holes. Considering the fabrication technology of PCF and its application in optical communication
systems, the structural tolerance and wavelength dependence
should be considered. Here, we consider a PC element which
has the same structural parameters mentioned in the subsection
B, i.e., the cladding hole and large core hole sizes are set with
the same dimensions of d1 = d2 = 0.6Λ, the small core hole size
is d3 = 0.4Λ, and the device length is fixed to L = 745 μm.
Table 3 shows the CE of PC versus the deviation for respective hole size of each region. In our investigation process, each
hole size of the PC has the same variation extent, such as if only
the large core holes (diameter is denoted by d2 ) are expanded
1.5%, then at the device length L = 745 μm, the CE of PC will
descend to 98.8%. This is because the effective index variations
of fundamental and 1st -higher-order modes are caused by the
change of hole size. Then the varied structure corresponds to
a new complete conversion length and the CE of varied PC is
slightly declined at the fixed device length. However, all of the
air hole sizes are varied randomly during the fabrication process, some hole sizes become larger while some hole sizes turn
smaller. And thus the random variation of the overall air holes
lead to a relatively small effect on the effective index of the fundamental mode. According to Ref. [19], the CE of an actually
obtained PC element will be higher than that of the PC hole
size variations with the same tendency. Therefore, our simulation results in Table 3 give the worse CE with different hole size

Research Article

deviation levels. We note that the CE is sensitive to the large
core hole size d2 , while the CE is almost 99% when d2 varies
within ±1.5% (about 4.5nm). This structural tolerance is much
larger than the PC element with elliptical holes in [19] whose
CE descends to 92% when the major axis of its elliptical core
hole decreases only 0.1% (about 0.8nm).
In addition, in this research, the CE is effected by the difference between determined device length L and the conversion length of the two hybrid modes. The phase difference of
these two modes can be given by Δθ = ( β 1 − β 2 ) L, where β 1
and β 2 are the propagation constants of fundamental and 1st higher-order modes, respectively. When the operation wavelength is 1.55 μm, since the conversion length is equal to the device length, then Δθ = π, and the CE is almost 100%. However,
if the phase difference Δθ is not equal to π, the CE will decrease.
According to our simulation results, the difference between the
two propagation constants has a low wavelength dependence,
and a short device length L leads to a small deviation of Δθ
from π, that is, a high CE with a wide-band is achieved. In
order to confirm the wide-band transmission, the wavelength
dependence of our proposed PC has also been discussed, as illustrated in Fig. 12. The CE of the PC is better than 99% within
a wavelength range of 1.37 to 1.68 μm (about 310nm), and the
corresponding ER is better than −20dB. The bandwidth of this
PC element is almost twice that in [19].

3. CONCLUSION
In this paper, we proposed and designed a novel PCF based PC
element with an anisotropic lattice of circular air holes. High
CE of our proposed PC which can be up to 99.9% is achieved
with a short device length of 119 μm. In addition, an improved
PC structure is proposed to obtain a high-consistent Gaussianlike mode distribution. The maximum MMR of the improved
PC with a Gaussian mode distribution is 95% and the CE is better than 99.9% at a device length of 745 μm with a high ER of
−32.4dB. Moreover, considering the practical application and
the fabrication technology of PCF, the structural tolerance and
wavelength dependence of the PC element have been discussed
in detail. Since there are only two kinds of circular air holes in
our proposed single-element PC, and with the continuous improvement of the manufacturing technique at present, we believe that this kind of PC has a great practical potential for optical communication systems in the future.
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