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Abstract: This paper presents structural optimization based on sensitivity analysis exploiting a bi-directional beam propagation method (Bi-BPM) to design efficiently passive
components in high-index-contrast optical waveguides. In this study, the Bi-BPM based
on scaled-version Denman-Beavers iteration (S-DBI) with branch-cut technique, and scattering operator formulation (SO-Bi-BPM) is employed to execute stable, accurate wavepropagation analysis. Comparing three computation approaches of sensitivity with respect
to design variables, efficient way of sensitivity analysis is revealed when the SO-Bi-BPM
is used. The application range of the presented design approach is studied by designing
a wavelength filter with waveguide grating, and a polarizer based on 1D photonic crystal
(1D-PhC).
Index Terms: High-index-contrast waveguide, sensitivity analysis, structural optimization,
Bi-directional beam propagation method (Bi-BPM).

1. Introduction
Miniaturization of integrated photonic devices is intensively studied in recent years to achieve lower
power consumption and higher speed optical network systems. In particular, optical components
in silicon on insulator (SOI) platform, and plasmonics have attracted attention because of strong
confinement of lightwave in core region [1], [2]. As a means of enhancement of its performance,
structural optimization based on iteration of numerical simulations is widely applied to design of
small-footprint and high-performance optical components [3]–[7]. A finite-difference time-domain
(FDTD) method, its frequency domain method (FDFD), a finite element method (FEM), or a beam
propagation method (BPM) have been widely used as a numerical simulation technique, and they
have already had wide variety of achievement in design of optical waveguide components [3]–[9].
The BPM based on a slowly varying envelope approximation (SVEA) is very efficient technique,
but it may be difficult to apply generally to design of components in high-index-contrast waveguides
such as SOI devices. Although the FDTD and the FEM can be employed for general design of
optical components, it is well known that they require much intensive computational resources.
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Fig. 1. A 2-D multi-layered waveguide consists of homogeneous layers in z-direction.

We presented shape and topology optimization utilizing the standard BPMs based on sensitivity
analysis to achieve efficient design of photonic integrated components [10]–[12]. However, these
design approaches cannot be applied versatilely to design of optical components in high-indexcontrast waveguides due to limitation of the SVEA. So far, modal-based methods [13]–[16] and
field-based methods also known as the bidirectional beam propagation methods (Bi-BPM) [17]–[22]
which overcome drawbacks of the standard BPM have been developed. Modal-based methods
have been well studied, and these methods are applied to waveguide discontinuity problems [13]–
[16]. Although modal-based techniques can reduce matrix dimension, computational cost may be
high to analyze accurately propagation behavior in versatile strong discontinuity problems because
a sufficiently large number of eigenpairs has to be computed [21], [22]. The Bi-BPMs can take
into account wider range of scattering and propagating waves including backward scattering by
computing accurately square root of characteristic matrix. Recently, rigorous and efficient ways of
computing the square root of matrix are reported [18], [21], thus, this method may be promising
technique to deal with versatile 2-D approximated and 3-D design problems. In the Bi-BPMs,
transmission and reflection fields are computed by transmission operator [17], [18] or scattering
operator [19]–[21] in whole system. These techniques can analyze periodic components efficiently
doubling the operator of a periodic system.
This paper presents approaches of structural optimization utilizing the Bi-BPM for design of
photonic integrated components, and studies these application. In this study, a scattering-operatorbased Bi-BPM (SO-Bi-BPM) are employed because of numerical stability. The Bi-BPM has characteristic that square root of a characteristic matrix is computed by approximated or direct methods. In
recent study of the Bi-BPM, the Denman-Beavers iteration (DBI) have been employed to compute
the square root of matrix, and the efficiency is reported. We employ in this study its scaled scheme,
a scaled-version DBI (S-DBI) to reduce the DB iteration count. In the structural optimization with
high design flexibility, gradient-based algorithms are widely used to search design variable space.
Gradient-based methods such as a steepest descent method require computation of sensitivity
with respect to design variables. This paper offers three design approaches based on sensitivity
analysis when the SO formulation is employed. These design approaches are compared in 2-D
approximated design of a waveguide reflector and polarizer based on 1-D photonic crystal, and
usefulness of presented design approaches are studied.

2. Sensitivity Analysis With Bi-Directional BPM
2.1. Bi-Directional BPM Based on Scattering Operator
We consider a 2-D multi-layered waveguide which consists of homogeneous layers in z-direction
shown in Fig. 1. The 2-D Helmholtz equation in a homogeneous layer truncated by the perfectly
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matched layer (PML) can be written as follows [18]:


∂ 2 φ(x, z)
∂
p(x ) ∂φ(x, z)
1
+ k02 n2 (x )φ(x, z) = 0
+
∂z 2
p(x )sx (x ) ∂x sx (x ) ∂x


1
[for TE wave]
Ey (x, z)
φ(x, z) =
, p(x ) =
Hy (x, z)
1/n2 (x ) [for T wave]

(1)
(2)

where k0 is a wavenumber in free space, and n(x ) is refractive index distribution. sx is a stretching
parameter of complex coordinate in the PML, and is defined by
⎧

α
x−xL
⎪
⎪
⎨ 1 − j  dPML tan δ [x < xL ]
α
sx (x ) = 1 − j xR −x tan δ [xR < x]
(3)
⎪
d
PML
⎪
⎩
1
[xL ≤ x ≤ xR ]
where xL and xR (xL < xR ) are surface positions between the computational window and the PML,
dPML is its thickness, and tan δ is a loss tangent at a terminal position of the PML. In this study,
α = 2 is chosen. Matrix-vector form of (1) is written as follows:
∂ 2 {φ}
+ [Q] {φ} = 0
(4)
∂z 2
where {φ} is a vector form of transversal electro-magnetic field, and [Q] is a characteristic matrix representing the operator, [p∂/∂x (p∂/∂x ) + k02 n2 ]. The improved finite difference scheme with
second-order (IFD2) [23] is applied to the operator in this study. The solution of (4) in the j-th layer
can be expressed by [18]




{φ} = exp − j [Q] j z − z j−1
(5)
φ + (z +j−1 ) + exp j [Q] j (z − z j ) φ − (z −j ) .
√
{φ + (z)} and {φ − (z)} indicate forward and backward propagating fields, and j = −1.
In the scattering operator approach, following scattering matrix is constructed [19], [20]:
 


 

{φ}+
{φ}−
S11 (z0− ) S12 (zM+ )
i
i

=
.
(6)
{φ}+
{φ}−
S21 (z0− ) S22 (zM+ )
o
o
−
{φ}+
i and {φ}o are input fields into the waveguide system at the input and output waveguides,
−
and {φ}i and {φ}+
o are output ones. [S11 (z)] and [S21 (z)] ([S12 (z)] and [S22 (z)]) indicate scattering
matrices of a system ranging from z to zM+ (z0− to z).
Propagating fields of adjacent layers can be correlated with each other using (5) and continuity
of φ and p∂φ/∂z. A procedure to compute scattering matrix can be derived by the relation of
propagating fields and the definition of scattering operator. The sequential procedure to compute
the “forward” components of the scattering matrix, [S11 (z0− )] and [S21 (z0− )], is shown as follows [19]:
1) [S11 (zM+ )] = [0], [S21 (zM+ )] = [I], where [I] is the identity matrix.
2) For j = M, . . . , 0, do

+
+
−1
a) [C] j = [Z ]−1
j [Z ] j+1 ([I] − [S11 (z j )])([I] + [S11 (z j )]) , where [Z ] j ≡ [p] j [Q] j .
b) [S11 (z −j )] = ([I] + [C] j )−1 ([I] − [C] j ).
c) [S21 (z −j )] = [S21 (z +j )]([I] + [S11 (z −j )])−1 ([I] − [S11 (z −j )]).
d) If j = 0, then [S11 (z +j−1 )] = [P] j [S11 (z −j )][P] j , [S21 (z +j−1 )] = [S21 (z +j )][P] j , where [P] j ≡

exp[− j [Q] j z j ], z j ≡ z j−1 − z j .
[p] indicates a diagonal matrix consists of transversal distribution of p(x ) in (2). The “backward”
ones, [S12 (zM+ )] and [S22 (zM+ )], can be constructed in the same fashion. As shown in the above
procedure, the square root of matrix and exponential matrix in all homogeneous layers have to be
evaluated.
In order to compute square root of [Q] stably, a branch-cut technique is employed in Bi-BPMs [18],
[21]: [Q  ] ≡ [Q] exp(− jθ ), where θ ∈]0, π [ is a rotation angle. In this study, we employ scaled-version
Denman-Beavers Iteration (S-DBI) scheme to efficiently compute the square root of [Q  ] [24]:
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1) [X ]0 = [Q  ], [Y ]0 = [I].
2) Until stop criteria is satisfied, for n = 0, 1, 2, · · · , do
a. νn = |det[X ]n det[Y ]n |−1/(2 N ) , where N is dimension of matrix.
b. [X ]n+1 = (νn [X ]n + νn−1 [Y ]−1
n )/2.
c. [Y ]n+1 = 
(νn [Y ]n + νn−1 [X ]−1
n )/2.


[Q
]
and
[Y
]
→
(
[Q  ])−1 . Eventually, the square root of [Q] is obtained by
If
n
→
∞,
[X
]
→



[Q] = [Q ] exp( jθ /2). In the DB iteration, inverse matrix is computed twice at each iteration.
The determinant can be easily obtained by multiplying diagonal elements of [L] or [U ] in LUdecomposition to compute an inverse matrix. By multiplying the scaling factor, ν, by [X ] and [Y ],
faster convergence can be expected
compared to the standard DBI. In the procedure to construct

[Q]
is
required
at each iteration. It is one motivation to use the DBI
scattering
matrix,
inverse
of

that the [Q] and its inverse matrix are simultaneously obtained.
Using the computed square root of [Q], a exponential matrix, or a propagator [P] can be calculated. In this study, Padé (r,s) approximation is employed to compute it. To improve approximation
accuracy, the approximation is applied to [P  ] ≡ [P] exp( jk0 n0 z) [18], [25]:
 
P ≈ [D(r, s)]−1 [N(r, s)]
(7)
[N(r, s)] =

r

n=0

[D(r, s)] =

s

n=0

n

(r + s − n)!r!
−j
[Q] − k0 n0 [I] z
(r + s)!n!(r − n)!

(8)

n

(r + s − n)!s!
j
[Q] − k0 n0 [I] z
(r + s)!n!(s − n)!

(9)

where n0 is a reference refractive index. Eventually, the original propagator is obtained by [P] =
[P  ] exp(− jk0 n0 z).
The other approach to construct the whole scattering matrix is to joint local scattering matrices
using Redheffer’s star (RS) product [26]. The global scattering matrix, [S]G , can be constructed by
connecting local scattering matrices, [S] j at each layer using RS product:
[S]G = [S]in [S]1 [S]2 · · · [S]M
where

denotes RS product defined as
 




S11(A+B)  S12(A+B)  = S11(A) 
S21(A+B) S22(A+B)
S12(A)

(10)

[S]out


 

S11(B) 
S12(A) 
S21(B)
S22(A)



S12(B) 
S22(B)

(11)

with


S11(A+B)


S12(A+B)


S21(A+B)


S22(A+B)


 



 −1 


= S11(A) + S12(A) [I] − S11(B) S22(A)
S11(B) S21(A)




 −1 

= S12(A) [I] − S11(B) S22(A)
S12(B)




 −1 

= S21(B) [I] − S22(A) S11(B)
S21(A)

 



 −1 


= S22(B) + S21(B) [I] − S22(A) S11(B)
S22(A) S12(B) .

(12)
(13)
(14)
(15)

Local scattering matrices, [S] j ( j = 1, . . . , M ), and those of input and output waveguide, [S]in , [S]out ,
can be computed independently.
In this paper, we assume that a waveguide system contains a periodic waveguide, and two approaches to compute global scattering matrix are considered. We call tentatively the first approach
a “sweeping” approach:
[S]G = [S]in PNr [S]1,M
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Fig. 2. Concept schematics of (a) a sweeping approach and (b) a dividing approach.

with
PNr ([S]) = [S] [S] · · · [S] .




(17)

(Nr −1) times RS product

A concept schematic is shown in Fig. 2(a). PNr ([S]) can be computed using a doubling process
efficiently [20], [27]. In this approach, [S]1,M , which is a scattering matrix of a system from 1-st
to M-th layer, is computed by the sequential process. The second approach is called a “dividing”
approach:
[S]G = [S]in PNr ([S]1 [S]2 · · · [S]M ) [S]out .

(18)

In this approach, first, local scattering matrices are computed, then [S]1,M are constructed by
connecting them with RS product. The j-th local system is constructed by j-th homogeneous layer
sandwiched between free space, and that of input or output waveguides, [S]in or [S]out , is composed
as shown in shown in Fig. 2(b). Additional operations are required in the dividing approach.
Nevertheless, if design variables are distributed locally, it is expected that sensitivity analysis is
more efficiently conducted because local scattering matrices can be computed parallelly and an
interim scattering matrix can be utilized. In the next subsection, three approaches to compute
sensitivity with respect to design variables are shown.
2.2. Sensitivity Analysis
In structural optimization, determining an objective function to express device performance, the
performance is maximized by solving minimization problem of the objective function. To solve a
minimization problem, gradient methods based on sensitivity analysis are widely used. We let f ({a})
objective function where {a} is a vector of design variables. In the gradient methods, the variable
space is searched based on sensitivity of f ({a}) with respect to design variables. In this paper,
forward FD is used to evaluate the sensitivity:
f ({a} +  {e}n ) − f ({a})
∂f ({a})
≈
∂an
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where an is a n-th design variable,  is an arbitrary small value, and {e}n is a unit vector in the
searching
space. If a design variable is localized only in the j-th layer, calculation of a perturbed

{Q} j is required to compute f ({a} + {e}n ), and a perturbed [S]G .
In the sweeping approach, the sequential procedure
 has to be conducted again. Although the
dividing approach requires not only the perturbed {Q} j but also a perturbed local scattering
matrix, the perturbed [S]G can be computed only by the RS product using calculated local scattering
matrices:

˜ j · · · [S]M
˜ G = [S]in PNr [S]1 · · · [S]
(20)
[S]
[S]out
˜ denotes a perturbed scattering matrix. We call an optimal design using this sensitivity
where [S]
analysis approach a dividing approach A. If interim scattering matrices of the RS product are stored
˜ G can be computed more efficiently by
in the first analysis, [S]

˜ G = [S]in PNr [S]1, j−1 [S]
˜ j [S] j+1,M
(21)
[S]
[S]out
with
[S]n,m = [S]n [S]n+1 · · · [S]m−1 [S]m

[n < m].

(22)

Although this approach requires additional computational resources to store [S]1, j and [S] j,M
( j = 1, . . . , M ), it can be expected that elapsed time of optimal design are saved by reducing
computational time of sensitivity analysis. We call this optimal design approach a dividing approach

B. The flow charts of the three approaches are shown in Fig. 3. The process to compute [Q] j ,
the local scattering matrix [S] j , and sensitivity is implemented parallelly using OpenMP. In the next
section, these approaches are compared by designing specific optical devices.

3. Application Examples
3.1. Reflector Based on Waveguide Grating
First design example is a reflector as shown in Fig. 4. In this example, waveguide reflector based
on grating with (n + 0.5) periods is designed by optimizing core widths. The refractive indices of
core (Si) and cladding (SiO2 ) materials are determined by an equation (22) in [28] and a Sellmeier
equation in [29], respectively. These indices at central wavelength of 1.55 μm are about 3.475 and
1.444, respectively. The objective function is determined as follows so that a fundamental TE wave
(TE0 ) is launched into port 1 and the wave is totally reflected.
 
2 
2 
minimize f ({a}) =
1 − Prefl ({a} , λ) + 0 − Pthru ({a} , λ)
(23)
{a}

λ∈{L}

where {a} = {w1 , w2 , . . . , w2n+1 } is a vector of design variables, Prefl and Pthru are normalized
reflected power of TE0 wave at input port and transmitted power at through port. {L} is a set
of wavelengths taken into account in this example, and here three wavelengths are considered
to achieve wider wavelength range of operation: {L} = {1.5, 1.55, 1.6 μm}. The other structural
= 260 nm
parameters shown in Fig. 4 are let to be as follows: wio = 400 nm, lio = 100 nm,
(duty ratio is 0.5). Transversal computational window size with the PML is 5 μm, and the number
of sampling points is 250. The PML thickness is let to be 500 nm. Initial design variables are
w2m+1 = 0.4 μm (m = 0, 1, . . . , n), w2 m = 0.2 μm (m = 1, 2, . . . , n).
The results of optimization when n = 10 are shown in Fig. 5. Figure 5 (a) is value of the objective
function as a function of iteration number. Insets are the initial profile and optimized one after 1000
iterations. Figure 5 (b) shows transmittance and reflectance spectra of the initial and the optimized
reflector. The optimized reflector achieves lower-loss and higher-reflectance compared with the
initial profile. The optimized profile has > −0.055 dB insertion loss and transmittance of < −20 dB
at wavelength range from 1.5 to 1.574 μm covering C-band. For visualization, propagating fields in
the optimized reflector computed by the FDTD are shown in Fig. 5 (c). We can see that reflector is
surely worked as the results of the Bi-BPM analysis.
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Fig. 3. Flow charts of structural optimization based on sensitivity analysis with the sweeping approach,
the dividing approach A, and B.

Fig. 4. A design schematic of a reflector based on a waveguide grating.

We compare the three design approaches in terms of average elapsed time of one iteration in
structural optimization. Figure 6 shows the elapsed time as a function of the number of layers,
M = 2n + 1. Throughout this paper, we use a PC with Intel Xeon CPU E5-2660 v4 @ 2.00 GHz.
One can see that the dividing approach B is the least time consumption of the three. It may be
useful for shape optimization because the differences are significant especially for optimization
with relatively a large number of design variables.
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Fig. 5. Optimization results of the waveguide reflector when M = 21 (n = 10). (a) The objective function
as a function of iteration number. (b) Transmission and reflection spectra of the initial and optimized
reflector. (c) Propagation field in the optimized reflector simulated by the FDTD at wavelength of
1.55 μm.

Fig. 6. Average elapsed time of one iteration in structural optimization of the waveguide reflector as a
function of the number of layers, M = 2n + 1.

3.2. Polarizer Based on 1-D Photonic Crystal
Next, shape optimization of a polarizer based on 1-D photonic crystal (PhC) is conducted. The
design schematic is shown in Fig. 7. In this example, one period of 1-D PhC is optimized so that
the TE0 mode (TM-like wave in 3-D waveguides) is output into through port and TM0 is shut off. The
refractive index of Si core surrounded by SiO2 is determined approximately by an effective index
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Fig. 7. Design schematic of a polarizer based on 1-D photonic crystal.

method assuming 250 nm core height. The objective function is let to be as follows:


fTE0 ({a} , λ) + W fTM0 ({a} , λ)
minimize f ({a}) =
{a}

(24)

λ∈{L}

with

2
fTE0 ({a} , λ) = 1 − PTE0,thru ({a} , λ)


PTM0,thru ({a} , λ) 2
fTM0 ({a} , λ) = 0 −
PTM0,refl ({a} , λ)

(25)
(26)

where PTX ,thru and PTX ,refl are normalized power of TX ∈ {TE0 , TM0 } mode at through and input ports
when TX mode is launched into input port. W is a weight, and it is taken to be 100 so as to maintain
< −20 dB transmission of TM wave. A set of wavelengths is {L} = {1.53, 1.5475, 1.565 μm} to
achieve wavelength-flattened operation at C-band. The other structural parameters shown in Fig. 7
are let to be as follows: wio = 450 nm, lio = 100 nm, = 360 nm (d1 = 210 nm, d2 = 150 nm). In
the initial profile, wc = 450 nm and wh = 170 nm. One period is divided into M layers in z−direction,
and we let /M = 10 nm. Design variables are core widths and hole sizes at each divided layer, that
is, the number of design variables is 51. Transversal computational window size including 500 nm
PML is 5 μm, and the number of sampling points is 250.
The optimization results when the number of periods, Nr , is 10 are shown in Fig. 8. Figure 8 (a)
is the objective function as a function of iteration number, and the insets are an initial profile and
an optimized profile after 300 iteration. Transmittance spectra at the through port and propagating
wave computed by the FDTD are shown in Fig. 8 (b) and (c). Compared with an initial profile, higher
TE-wave transmission (> 96%) and lower TM-wave transmission (< −25 dB) is achieved at shown
range, C-band.
Three design approaches in terms of average elapsed time of one iteration are compared by
changing Nr . Figure 9 shows the elapsed time as a function of Nr . Also in this comparison, the
dividing approach B is the least time consumption of the three not depending on Nr . Thus, this
design approach has potential that photonic devices with periodicity can be efficiently optimized.
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Fig. 8. Optimization results of the polarizer when Nr = 10. (a) The objective function as a function of
iteration number. (b) Transmission spectra at the through port of the initial and optimized reflector. (c)
Propagation field in the optimized polarizer simulated by the FDTD at wavelength of 1.5475 μm.

Fig. 9. Average elapsed time of one iteration in structural optimization of the polarizer based on periodic
1-D PhC as a function of Nr .

IV. Conclusion
In this paper, we presented structural optimization based on the SO-Bi-BPM and sensitivity analysis
for design of photonic integrated components in high-index-contrast waveguides. Three design
approaches using characteristics of scattering operator are presented and compared by optimal
design of the waveguide reflector and the polarizer based on 1-D PhC. It is found out that the
dividing approach, where the global scattering matrix are divided into local scattering matrices and
interim matrices of RS product are stored, is the most efficient in terms of elapsed time of one
iteration in structural optimization. Our design approach can be contributed to efficient structural
optimization with high design of freedom especially for photonic devices with periodicity.
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