Modeling of Mechanical Properties of Concrete
Mixed with Expansive Additive
著者
journal or
publication title
volume
number
page range
year
URL

CHOI Hyeonggil, NOGUCHI Takafumi
International Journal of Concrete Structures
and Materials
9
4
391‑399
2015‑12
http://hdl.handle.net/10258/00008891
doi: info:doi/10.1007/s40069-015-0113-8

Modeling of Mechanical Properties of Concrete
Mixed with Expansive Additive
著者
journal or
publication title
volume
number
page range
year
URL

CHOI Hyeonggil, NOGUCHI Takafumi
International Journal of Concrete Structures
and Materials
9
4
391‑399
2015‑12
http://hdl.handle.net/10258/00008891
doi: info:doi/10.1007/s40069-015-0113-8

International Journal of Concrete Structures and Materials
Vol.9, No.4, pp.391–399, December 2015
DOI 10.1007/s40069-015-0113-8
ISSN 1976-0485 / eISSN 2234-1315

Modeling of Mechanical Properties of Concrete Mixed with Expansive
Additive
Hyeonggil Choi1), and Takafumi Noguchi2),*
(Received December 8, 2014, Accepted August 23, 2015, Published online September 16, 2015)

Abstract: This study modeled the compressive strength and elastic modulus of hardened cement that had been treated with an
expansive additive to reduce shrinkage, in order to determine the mechanical properties of the material. In hardened cement paste
with an expansive additive, hydrates are generated as a result of the hydration between the cement and expansive additive. These
hydrates then ﬁll up the pores in the hardened cement. Consequently, a dense, compact structure is formed through the contact
between the particles of the expansive additive and the cement, which leads to the manifestation of the strength and elastic
modulus. Hence, in this study, the compressive strength and elastic modulus were modeled based on the concept of the mutual
contact area of the particles, taking into consideration the extent of the cohesion between particles and the structure formation by
the particles. The compressive strength of the material was modeled by considering the relationship between the porosity and the
distributional probability of the weakest points, i.e., points that could lead to fracture, in the continuum. The approach used for
modeling the elastic modulus considered the pore structure between the particles, which are responsible for transmitting the tensile
force, along with the state of compaction of the hydration products, as described by the coefﬁcient of the effective radius. The
results of an experimental veriﬁcation of the model showed that the values predicted by the model correlated closely with the
experimental values.
Keywords: expansive additive, compressive strength, elastic modulus, pore volume, modeling.

1. Introduction
The application of an expansive additive is known to be an
effective means of reducing shrinkage and increasing crack
resistance. Thus, such an application is gradually becoming
more common in construction projects (Choi et al. 2012a, b). In
this study, we attempted to theoretically model the compressive
strength and elastic modulus of hardened cement that had been
treated with an expansive additive to reduce the shrinkage. The
compressive strength and elastic modulus of hardened cement
paste mixed with an expansive additive are closely related to the
structure formation of the hardened cement paste by the
hydration reaction of the cement and expansive additive (AlRawi 1976; Woods 1933; Taplin 1959). In other words,
hydrates are generated as a result of the hydration between the
cement and expansive additive; these hydrates then ﬁll up the
pores in the hardened cement. Consequently, a dense, compact
structure is formed through the contact between the particles of
the expansive additive and cement, which leads to the
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manifestation of the strength and elastic modulus. Hence, it is
important to determine the change in the organizational structure of a hardened cement paste by the progression of the
hydration to estimate the strength and elastic modulus of a
hardened cement paste mixed with an expansive additive.
In this study, the compressive strength and elastic modulus
of a hardened cement paste mixed with an expansive additive were modeled and validated by considering the pore
structure of a hardened cement paste based on the hydration,
as shown in Fig. 1.

2. Modeling of Compressive Strength
2.1 Equation of Strength Development
Many studies have reported the relationship between the
pore volume and strength (Maruyama 2003; Ryshkewitch
1953; Schiller 1958). In this study, it was assumed that the
strength development of a cement paste mixed with an
expansive additive was closely related to the pore volume
based on the results of the existing studies. A typical
example showing that the strength development behavior
demonstrates an application possibility from the viewpoint
of the pore volume and strength of a cement paste is shown
in the following equations of Ryshkewitch (Ryshkewitch
1953) and Schiller (Schiller 1958).
fc ¼ fo  eBP

ðRyshkewitch’s equationÞ

: In the case of low porosity

ð1Þ
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Fig. 1 Flow of mechanical properties modeling of concrete using expansive additive.

fc ¼ C  lnðPcr =PÞ
ðSchiller’s equationÞ: In the case of high porosity

ð2Þ

where fc is the compressive strength of a hardened cement
paste, P is the porosity, fo is the strength of the hardened
cement paste when the porosity is zero, Pcr is the porosity of
the hardened cement paste when the strength is zero and B
and C are material constants.
Similar to the above equations of Ryshkewitch (1953)
and Schiller (1958), many researchers have suggested
various forms for the equations describing the relationship
between the porosity and strength. However, the relationships represented by these equations are rather simple, and
their applicability is limited because only experimental
values were used for the parameters in the equations. On
the other hand, because all of the cement particles are the
same size, Katsura et al. (1996) deﬁned the strength of a
cube of cement paste as the cement’s original strength,
where the strength of the hydrated cement paste could be
expressed in terms of the contact between the cement
particles within the cube produced by hydration. This
strength is the strength of a cement paste with zero porosity.
That is, the relative strength Rs ¼ f0 =f , which is the ratio of
the original strength fo to the strength with pores f , is
compared to the contact area, which has a linear relationship with the porosity, suggesting that the B value of
Ryshkewitch’s equation is 5.0, and the Pcr value of Schiller’s equation is 0.523. In addition, in the C-CBM model
suggested by Maruyama (2003), based on the assumption
of this contact area, the contact area Ac produced by
increasing the maximum radius of a hydrate Rt is modeled
and applied in the following equation.

pﬃﬃﬃ
Case of ð0:5  Rt \ 2=2Þ:
Ac ¼ pðR2t  0:52 Þ

ð3Þ

pﬃﬃﬃ
pﬃﬃﬃ
Cas of ð 2=2  Rt \ 3=2Þ
(
!!
 p
1 2
0:5
2
R  0:5
 ACOS pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
Ac ¼ 8
2 t
4
R2t  0:52
)
qﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
þ 0:25 R2t  0:5
The suggested B value of Ryshkewitch’s equation is 5.43
for a low pore volume of less than 0.3 based on the concept
of the contact area in the C-CBM model (Maruyama 2003).
In addition, for the high-porosity range, values of 64.5 and
0.523 are suggested for C and Pcr of Schiller’s equation,
respectively, based on the least squares method, with the data
showing the relationship between the porosity and strength
from Schiller’s equation.
In this study, based on the equations of Ryshkewitch
(Ryshkewitch 1953) and Schiller (1958), we referred to the
existing studies of Maruyama (2003; Katsura et al. 1996) to
calculate the coefﬁcient of each porosity. We suggest the
following equations for the compressive strength based on
the relationship between the strength and porosity.
fc ¼ 182  e5:215P : 0:3 [ P

ð4Þ

fc ¼ 73  lnð0:523=PÞ: 0:3  P

ð5Þ

2.2 Modeling of Micro-pore Structure
The total porosity of cement paste mixed with an expansive additive was acquired by adding the porosities of the
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cement and expansive additive parts based on a hydration
reaction. This study utilized an existing space formation
model (Maruyama 2003; Park and Lee 2005; Park 2004)
based on the hydration of the cement, which was used to
acquire the porosities of the cement and expansive additive.
As shown in Fig. 2, the entire modeling area is represented
as a 1 cm3 cube. The density of water is denoted as qw , the
density of the expansive additives is denoted as qe , and the
water-to-binder ratio is denoted as x. Given these conditions,
the volume of the expansive additive in the cube can be
expressed as follows:
1

ð6Þ

þ1

The radius ro of a particle of the expansive additives in the
1 cm3 cube is obtained as

ro ¼


1
3Vc;e 3
4p

ð7Þ

If the particle radii of the expansive additive before and
after the hydration reaction are assumed to be ro and ru ;
respectively, and if the outermost radius of the particle after
the reaction is assumed to be Rt , then the hydration reaction
rate can be deﬁned as the volume of the hydration reaction
divided by the volume of the expansive additive before the
hydration reaction. Thus, the following equation is obtained:
4

a¼3

 3
pro3  43 pru3
ru
¼
1

4
3
ro
pr
o
3

ð8Þ

In addition, the volume increase rate V can be deﬁned as
the volume of the produced hydration product divided by the
volume of the portion of the expansive additive that has
undergone the reaction. Thus, V can be expressed as
4

pR3t  43 pru3 R3t  ru3
¼ 3
4
3
3
ro  ru3
3 pro  3 pru

V ¼ 34

ð9Þ

From Eqs. (8) and (9), the following equation can be
obtained:
1

Rt ¼ ð1 þ ðV  1ÞaÞ3  ro

ð10Þ

Here, the hydration reaction rate a can be used to deﬁne
the amounts of cement and expansive additive that have

Hydration Gel

Vc,e
1.0

Unhydrated
C or EX

ro

Hydration
thickness

1.0

Rt ro ru

Fig. 2 Hydration reaction of cement and expansive additive
particles.
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reacted from their corresponding total amounts. The calories
generated during hydration were measured using a multimicrocalorimeter (MMC-511 SV), and this value was used
to determine the hydration reaction rate.
When both the W/C and water/expansive additive ratios
are 0.50, the net caloriﬁc values are 437.53 J/g and 887.12 J/
g for the cement and expansive additive, respectively. Figure 3 shows an example of the calculations for the rate of
heat liberation and degree of hydration. These conﬁrmed that
at every age, the hydration reaction rate for the expansive
additive was higher than that of the cement, because of an
increase in the exothermic peak through the rapid reaction of
the expansive additive at an early age.
On the other hand, for the cement volume that contributes
to the reaction in the hydration reaction model, the volume
increase rate V of the cement is obtained by adding
approximately 75 % of the water volume in the total volume
of gel with the volume of gel produced through the hydration reaction by chemically combining cement and water that
constitute approximately 25 % of the weight of cement
(Tashiro 1993). Therefore, the volume changes calculated
using the cement density indicate that the appropriate volume increase rate during the complete hydration of the
cement is approximately 1.59. However, the volume increase
rate is expected to increase if the adsorbed water present in
the hydration product or the water in the gel pores that does
not contribute to the hydration is considered. For this reason,
in previous studies (Powers and Brownyard 1947; van
Breugel 1997), the volume increase rate of cement was
deﬁned as being in the range of 1.9–2.2. Using this range as
a reference, in this study, we set the volume increase rate to
2.0 by considering the time that it converged to a certain
value with regard to the hydration reaction rate, along with
the adsorbed water present in the hydration product or the
water in the gel pores that did not contribute to the hydration
reaction.
In previous studies (Yanimoto et al. 2003) that described
the expansion mechanism of an expansive additive, the
volume increase rate V of the expansive additive was
acquired with the assumption that the hydration products,
which expand due to the expansive additive, were calcium
hydroxide and ettringite. Yaniamoto et al. used the volume

0
0
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24

36

48
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72

Time(h)

Fig. 3 Rate of heat liberation and degree of hydration.
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of the layer of a hydrate product containing pores that was
generated by the expansive additive for the volume of the
hydration product that contributed to the expansion by the
expansive additive. Here, in relation to the assumption made
by Yaniamoto et al. about their model, we note that for a
hydration product produced by hydration, a mixed layer
containing pores of calcium hydroxide and ettringite is
formed on the particle surface of the expansive additive. In
addition, half of the ettringite generated by the expansive
additive occurs on the surface of the C3A in the cement. In
other words, in a case where only the reaction of the
expansive additive is considered, it is necessary to consider
the ettringite hydration product on the surface of the C3A in
the cement. Therefore, in this study, the volume of the
hydration product layer produced by the hydration of only
the expansive additive was acquired by considering the
volume ratio of each of the assumed hydration products
(calcium hydroxide and ettringite) that were expanded as a
result of the expansive additive. Figure 4 shows the volume
of the ettringite hydration product created on the surface of
the C3A in the cement by the hydration of the expansive
additive. This is the volume of the hydration product with
the porosity created by the hydration reaction of the
expansive additive. Considering the volume change of the
hydrates, as previously discussed, the volume increase rate
V of the expansive additive is deﬁned as being 3.34, which
is a relatively constant value.
The outermost radius Rt of the cement and expansive
additive particles can be acquired using Eq. 10 by considering the volume increase rate V . Figure 5 shows a schematic view of the space formation of the cement and
expansive additive particles by the outermost radius Rt . The
cement particles are divided into an unlimited period, an
early period of contact, and a late period of contact based on
the outermost radius Rt . Then, based on the surface area and
volume of each particle, the porosity can be calculated by
subtracting the volumes of the particles from the volume of
the cube.

Averaged diameter of expanssive
additive and thickness of hydrate(μm)

25
Expansive Add. Particle(ro)
Unhydrated Expansive Add. Particle(ru)
Hydrated Expansive Add. Particle(Rt)

20

15

1.0

Vc,e

Vc,e

Vc,e

Rt

Rt

Rt

1.0

Fig. 5 Schematic view of space formation of cement and
expansive additive particles (Maruyama 2003; Park
2004).

On the other hands, with the addition of an expansive
additive, the hydration reaction generates capillary pores
with a size range of 0.1 to several micrometers, which cause
expansion. The volume increase rate of the expansive
additive V already contains the pores created by the hydration reaction. Therefore, those pores need to be considered.
In other words, the porosity of the expansive additive can be
acquired from the values listed in Table 1, which consider
the incremental factor pEX of the capillary pores by the
volume expansion of the expansive additive. Incremental
factor pEX of the capillary pores was acquired by deducing a
regression equation for the porosity increase rate according
to the mixing rate of the expansive additive by referring to
the experimental results of existing studies (Yanimoto et al.
2003; Morioka et al. 1999).
Therefore, the total pore volume of the cement paste
mixed with the expansive additive can be expressed by the
following equation, depending on the mixture rate of the
expansive additive according to the pore volume of the
cement and expansive additive required by the hydration
reaction.
PcþEX ¼ Pc  CV ð%Þ þ PEX  EXV ð%Þ

ð11Þ

where PcþEX is the porosity of the cement paste mixed with
the expansive additive, Pc is the porosity of the cement part,
PEX is the porosity of the expansive additive part, CV ð%Þ is
the volume mixing rate of the cement, and EXV ð%Þ is the
volume mixing rate of the expansive additive.
The previous discussion showed that the compressive
strength of cement paste mixed with an expansive additive
can be acquired using Eqs. (4) and (5), which show the
relations of the pore volume and strength at each range of
porosity using the total pore volume acquired by Eq. (11).

r0

10

3. Modeling of Elastic Modulus

Rt

5

ru
0
0

1

2

3

4

5

6

7

Age(days)

Fig. 4 Volume change of hydration products with expansive
additive.

3.1 Elastic Modulus of Cement Paste Without
Pore
For the strength development of hardened cement, the
strength and porosity seem to be highly correlated because
of the stress concentration, which occurs as a result of the
strength and pores of the hydration product. However, it is
not easy to determine the characteristics of the elastic
modulus using only its relationship with the pores because
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Table 1 Area of surface, and volume and porosity of particles by outermost radius Rt (Maruyama 2003).
Limitless part: Rt \0:5
Area of a surface

S1 ¼ 4pR2t

Volume

V1 ¼ 43 pR3t
P1 ¼ ð1  V1 Þ  pEX

Porosity
pﬃﬃﬃ
First period of contact: 0:5  Rt \ 2=2



S2 ¼ 4pR2t  12p 1  0:5
Rt


1
V2 ¼ 43 pR3t  6p 23 R3t  12 R2t þ 24

Area of a surface
Volume

P2 ¼ ð1  V2 Þ  pEX

Porosity
pﬃﬃﬃ
pﬃﬃﬃ
Later period of contact: 2=2  Rt \ 3=2
Area of a surface
S3 ¼

Z1=2

Z1=2

pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ﬃ
2

2
2
Rt 1=2 ðRt 1=2Þ=ð4x Þ

Rt
pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ dx
2
Rt  x2  y2

Volume

qﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1
 0:5  R2t  x2  1=4
2
pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ﬃ
R2t 1=2
"
!#
R2t  x2
p
0:5
 Arc cos pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ dx

þ
4
2
R2t  x2

qﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
V3 ¼ 2 R2t  1=2 þ 16

P3 ¼ ð1  V3 Þ  pEX

Porosity

the compressive strength and elastic modulus show the same
characteristic in relation to the porosity. However, the relationship between the porosity and compressive strength is
expressed as a spatial probability distribution, which is
dependent on the existence probability of the weakest point
in the particle connections of the hardened cement, whereas
the correlation between the porosity and elastic modulus is a
parameter that represents the spatial structure that shows
how the stress is transferred in the state before reaching the
point of destruction (Maruyama 2003). Based on these
characteristics, when the paste matrix is thought of as a
hardened part of the gel, non-hydrated cement, and nonhydrated expansive additive, and as a two-phase pore
material, elastic modulus models for the hardened part with
and without pores are needed, both of which use the concept
Hydrated Gel
(Cement or
Expansive Add.)

Unhydrated
Cement or
Expansive Add.

1

of the contact area. On the other hand, for a hardened cement
mixed with the expansive additive, two elastic moduli are
needed, one for the cement part and the other for the
expansive additive part. In consideration of the mix ratio of
the expansive additive, each elastic modulus must have a
balancing equation.
In accordance with the proportion kP , which is occupied
by the non-hydrated cement, non-hydrated expansive additive, and hydration product, the model of the elastic modulus
for the nonporous part has the shape shown in Fig. 6. To
model the spatial structure, the volume ratio VC;EX of the
non-hydrated cement to non-hydrated expansive additive is
needed, based on the following equation.
pﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
kP ¼ VC;EX
ð12Þ
On the other hand, in the modeling of the elastic modulus,
we assume that the gel, non-hydrated cement, and nonhydrated expansive additive exist in a certain ratio based on
the hydration reaction ratio.
VC;EX ¼

ð1  aÞ
ð1  aÞ þ mgelðC;EX Þ a

VgelðC;EX Þ ¼ 1  VC;EX

1-λp

Z1=2

λp

Fig. 6 Schematic view of elastic modulus of cement paste
without pores.

ð13Þ
ð14Þ

where a is the hydration reaction rate, mgelðC;EX Þ is the
volume ratio for the produced gel of the cement and
expansive additive volumes that contribute to hydration,
VC;EX is the volume ratio of the unhydrated cement or
unhydrated expansive additive, and VgelðC;EX Þ is the volume
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EupasteðC;EX Þ ¼

1
kp
kp EgelðC;EX Þ þð1kp ÞEC;EX

1k

p
þ EgelðC;EX
Þ

ð15Þ

where EupasteðC;EX Þ is the elastic modulus of the hardened
cement paste or hardened expansive paste without pores,
EC;EX is the elastic modulus of the unhydrated cement or
unhydrated expansive additive, and EgelðC;EX Þ is the elastic
modulus of the hydration product.
Here, EC;EX and EgelðC;EX Þ have values of 50 and 25 GPa,
respectively. These values were taken from the results of the
study by Maruyama (2003) on the calculation of the elastic
modulus of cement. Maruyama determined these values by
referring to the values of 40 and 20 GPa suggested by Hua
et al. (1997) and 60 and 30 GPa suggested by Lokhorst and
van Breugel (1997). In the case of the expansive additive,
the cement value was applied because sufﬁcient data could
not be found.

30

Averaged diameter of expanssive
additive and thickness of hydrate(μm)

ratio of the gel. In this case, the elastic modulus can be
expressed by the following equation.
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Fig. 8 Volume change of hydration layer of expansive additive by considering hydration at early age.
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Fig. 7 Schematic view of effective radius factor and effective
contact area.

Effective radius coefficient
(Efr)

Expansive Add

3.2 Elastic Modulus of Cement Paste with Pore
The elastic modulus with pores was represented in the CCBM model (Maruyama 2003) and modeled using the
contact area concept, particularly the effective radius factor
and effective contact area. The contact area in the C-CBM
model is the characteristic value of the area that transfers
stress through the connectivity of the particles. However,
because the early hydration reaction occurs with the spatial
expansion of an external product and becomes increasingly
densiﬁed because of the hydration, it cannot be expressed
using the contact area alone. That is, the early hydration
reaction enlarges the radius of the external hydration product
Rt , as shown in Fig. 7. Given that the thickness and density
of the external product remain at a certain degree, the ratio of
the actual external product to its thickness Rt  r0 is the
effective radius factor Efr and can be applied to the effective
contact area Aceff , which is used for modeling. This concept
is also applied to the modeling of the elastic modulus with
pores.
Effective radius factor Efr and effective contact area Aceff
of C-CBM are shown in the following equations.

4

3

2

1
0

0.2

0.4

0.6

0.8

1

Rt

Fig. 9 Change in Efr by Rt :



2
Efr ¼ Efro  1  pﬃﬃﬃ Rt þ 1
3

ð16Þ

Aceff ¼ f ðRt Þ;

ð17Þ

f ðRt Þ ¼ Efr  ðRt  ro Þ þ ro

where Efro is the initial value of the effective radius factor. In
the case of cement, a value of 3.0 was applied, which was
selected by giving equal consideration to the development of
the elastic modulus in previous studies using the C-CBM
model. In the case of the expansive additive, it was necessary to obtain the increase in the radius of external products
by the hydration reaction of the expansive additive at an
early age, as shown in Fig. 8, by referring to previous
studies (Yanimoto et al. 2003). This was used to derive the
effective radius factor of the expansive additive, which here
has an initial value of 1.759. Figure 9 shows the change in
the effective radius factor Efr by the outermost particle radius
Rt for the cement and expansive additive. The initial effective radius factors of the cement and expansive additive are
different because the volume increase rate V for the
expansive additive already considers the pores generated as a
result of the hydration reaction. Function f ðRt Þ can be
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acquired using Eq. (3), which is a function to express the
relation of the outermost particle radius Rt and apparent
effective contact area Aceff .
Therefore, the elastic modulus of the cement paste part and
expensive additive paste part EpasteðC;EX Þ can be obtained by
the following equation using the external contact area Aceff .
EpasteðC;EX Þ ¼ EupasteðC;EX Þ  Aceff

ð18Þ

In addition, the elastic modulus of the paste mixed with the
expansive additive can be expressed by the following
equation, depending on the mixture rate of the expansive
additive according to the balance between the required
cement-part elastic modulus and expansive additive-part
elastic modulus.
EpasteðCþEX Þ ¼ EpasteðCÞ  CV ð%Þ þ EpasteðEX Þ  EXV ð%Þ
ð19Þ
where EpasteðCþEX Þ is the elastic modulus of the cement paste
mixed with the expansive additive, EpasteðCÞ is the elastic
modulus of the cement part, EpasteðEX Þ is the elastic modulus
of the expansive additive part, CV ð%Þ is the volume mixing
rate of the cement, and EXV ð%Þ is the volume mixing rate of
the expansive additive.

3.3 Elastic Modulus of Concrete
In order to extend the elastic modulus to concrete, the
concrete is considered to consist of two materials, the
aggregate and paste. It is also assumed that there is no
behavior by the aggregate. Hence, the behavior of the paste
dominates in the behavior of the concrete. Therefore, the
aggregate has a resistor function without affecting the
behavior of the paste.
Assuming that a composite model for the aggregate and
paste is established based on the aforementioned assumptions and ideas, the elastic modulus of the concrete can be
estimated from the elastic modulus of the paste, as shown in
Fig. 10.
The elastic modulus of the concrete can be expressed by
the following equation without considering Poisson’s ratio.

4. Veriﬁcation of Model
4.1 Compressive Strength
An experiment was performed to verify the compressive
strength model. Water and binder at a ratio of 0.50 was
mixed with 0, 5, and 10 % expansive additive (Ettringitegypsum type, Density 3.05 g/cm3). The increase in the
coefﬁcient pEX of the capillary pores generated by the volume increase with this expansive additive admixture was set
by referring to the studies of Yaniamoto and Morioka
(Yanimoto et al. 2003; Morioka et al. 1999), in which a
mercury porosimeter test measured the change in a specimen’s porosity.
For the increase rate of the capillary pores following the
mixing of the expansive additive, a regression equation was
derived for the admixture of the expansive additive and the
increase rate of the pores, as shown in Fig. 11. By considering this, the total porosity was found for the case of mixing
in the expansive additive.
Figure 12 shows the change in the capillary pore volume
of the paste. We conﬁrmed that the capillary pore volume
increased with the admixture of the expansive additive and
decreased with the progress of the hydration. Figure 13
shows the compressive strength estimates found using the
model and the values measured in an experiment, based on
the total porosity. Because our water/binder ratio was 0.50,
the porosity found by the model was in the range of a high
porosity of 0.3 or greater, and Eq. (5) from Schiller was used
for the estimated values. The ﬁgure also shows Morioka’s
35

1
kc
kc EpasteðCþEX Þ þð1kc ÞEagg

1kc
þ EpasteðCþEX
Þ

ð20Þ

Paste
(Cement+expansive Add.)

Aggregate

1

30

Increasing rate of c apillary pore
volume(%)

EconcreteðCþEX Þ ¼

where EconcreteðCþEX Þ is the elastic modulus of the concrete
mixed with the expansive additive, EpasteðCþEX Þ is the elastic
modulus of the cement paste mixed with the expansive
additive, and Eagg is the elastic modulus of the aggregate.
In addition, kc is a constant of the volume of the aggregate
Vagg in the unit volume, and can be expressed by the following equation.
pﬃﬃﬃﬃﬃﬃﬃﬃﬃ
kc ¼ Vagg
ð21Þ

25
y = 0.1369x 2 + 0.0497x + 0.1623
R² = 0.9969

20
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Addition ratio of expansive additives(%)
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Fig. 10 Composite model of elastic modulus for concrete.

Fig. 11 Increasing rate of capillary pores by addition ratio of
expansive additive.
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that the compressive strength estimates were positively
correlated with the experiment values.

0.8
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Cement95%+Expansive Add.5%

Capillary pore volume
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6

7

Age(Days)

Fig. 12 Change in capillary pore volume.

Compressive strength(MPa)

50
Calculation
Experimental
Morioka data

40

30

4.2 Elastic Modulus
To verify the elastic modulus model, we measured the
elastic modulus of the cement paste after 1, 3, and 7 days, in
which 10 % expansive additive(Ettringite-gypsum type,
Density 3.05 g/cm3) was mixed as a binder, where the water/
binder ratio was 0.50. The actual values for the paste measured in the experiment and the model’s estimated values are
shown in Fig. 14. In addition, this ﬁgure shows the estimated elastic modulus of the concrete and Hori’s data for the
elastic modulus of the concrete after 3 and 7 days, where the
concrete included 30 kg (approximately 10 % of the cement)
of the expansive additive, with a water/binder ratio of 0.50
(Hori et al. 2000). Elastic modulus of aggregates were used
60 GPa for the calculation on elastic modulus of concrete.
As shown in the ﬁgure, we conﬁrmed that the elastic modulus estimates were positively correlated with the experiment
values. It was conﬁrmed that the aging of the elastic modulus
of the concrete followed the estimate suggested in Hori’s
data and experimental data, indicating that the composite
model can estimate the elastic modulus of concrete based on
the behavior of the paste.

20

5. Conclusions

10

In this study, the compressive strength and elastic modulus
of a hardened cement paste mixed with an expansive additive to control cracking were modeled, and the models were
veriﬁed. The results of the study are summarized below.
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Fig. 13 Compressive strength development by model compared with experimental data.
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Fig. 14 Elastic modulus development by model compared
with experimental data.

data (Morioka et al. 1999), in which the expansive additive
was mixed at 10 and 12 % and aged for 7 days, with a water/
binder ratio of 0.50. As shown in the ﬁgure, we conﬁrmed

(3)

In the modeling of the mechanical properties of the
concrete using the expansive additive, in the hardened
cement paste with an expansive additive, hydrates are
generated as a result of the hydration between the
cement and expansive additive; these hydrates then ﬁll
up the pores in the hardened cement. Consequently, a
dense, compact structure is formed through the contact
between the particles of the expansive additive and the
cement, leading to the manifestation of the strength and
elastic modulus. Hence, modeling was performed to
evaluate the compressive strength by assuming that the
strength development of the cement paste was closely
related to the pore volume.
On the other hand, the elastic modulus of the hardened
part without pores was modeled by assuming that the
paste matrix consisted of the gel, non-hydrated cement,
and hardened part of the non-hydrated expansive
additive, with two-phase pores in the case where it
contained pores. The elastic modulus was modeled
using the concept of the effective radius factor and
effective contact area.
The estimates of the models were positively correlated
with experimental values, which veriﬁed the compressive strength model and elastic modulus model. In
addition, the elastic modulus of the concrete could
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effectively be estimated based on the composite model
of the aggregate and paste.
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